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Test Report

Report No.: 260818208GZU-002
Report Date:  9/8/2026

Statement

1.This report is invalid without authorized person's signature.

2.This report is invalid where any unauthorized modification indicated.

3.Don’t copy this report in partial (except full copy) without any official approval in written by our company.
4.This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between
Intertek and its Client. Intertek's responsibility and liability are limited to the terms and conditions of the
agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the
agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
authorized to permit copying or distribution of this report and then only in its entirety. Any use of the
Intertek name or one of its marks for the sale or advertisement of the tested material, product or service
must first be approved in writing by Intertek. The observations and test results in this report are relevant
only to the sample(s) tested. This report by itself does not imply that the material, product, or service is or
has ever been under an Intertek certification program.

5.All the test results if need to give the statement of conformity refer to the decision rule of ILAC

G8:09/2019 Clause 4.2.1“Binary Statement for Simple Acceptance Rule”.
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Test Report

Report No.: 260818208GZU-002
Report Date:  9/8/2026

Client Information:

Applicant Name: Buitenpaneel
Address: Ambachtsweg 6a, 2641KS, Pijnacker, Zuid-Holland, Nederland
Attn: Lucky

Product Information:

Product Name ASA FENCE SYSTEM Samp!e . Good Condition
Description

Model and/ or type ASA FENCE SYSTEM Received |8/18/2026

reference Date

Sample ID. $2600818208GZU.001 Sample 1 Packages
Amount

Specification 1.8MX2M Brand /

Manufacturer /

Address /

Test Type Performance test, samples provided by the applicant

Test Methods And Standards:

Test Standard EN 1991-1-4-2005+A1-2010 and Inhouse method

Specification Standard  [Client's requirement

The samples were tested according to the above method, and the results

Test Conclusion
are shown in the following page(s).

Laboratory information:

Testing Laboratory Intertek testing services Shenzhen Ltd. Guangzhou Branch
Test location Room 4103 & 4203, No. 63 Punan Road, Huangpu District, Guangzhou, China
Report Authorized : . ZA
glnirg Wh jrh/ww «wj
Approved By: ,é MMf Drafted By:
Kelming Wang Jinhui Zheng
Reviewer Project Engineer

Note: If you haveany questionsfor thereport, pleasecontact:roger.luo@intertek.com
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Test Report

Report No.: 260818208GZU-002
Report Date:  9/8/2026

Test Items, Method and Results:

No. Test Item Test Parameter Test Result Verdict

Test load: 373 Pa

Max. deformation under
the wind load test: 121.38
mm

Test method: Inhouse method, EN 1991-1-4-
2005+A1-2010 and Client's requirements

. Permanent deformation:
Requirements:

Wind resistance . . ) 8.2 mm
1 The fencing system shall resist a maximum Pass

test horizontal uniform load of 372,1 Pa to the
effective surface of fence system (as 9
Beaufort scale or wind level 9)

Load applied period: 3 minutes

There was no faillure, nor
any evidence of
disengagement of any
component, nor visible
cracks in any component
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Test Report

Report No.: 260818208GZU-002
Report Date:  9/8/2026

Appendix A: Sample Received Photo

A.1 Overall view

Revision:
Revision No. Date REVISION Reviser Reviewer
RO / Original Report Issue / /

Noted: The test results of Report 260818208GZU-002 are based on Report 260818208GZU-001. In case of
ambiguity, Report 260818208GZU-001 shall prevail.

*************************************End of Report*************************************
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